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Bronze Econ® globe valves with bronze disc and seat, pressure rating PN 6/10/16,
straight and angle pattern, flat faced flanges according to DIN PN 10/16, bolted
bonnet, outside screw & yoke. Heavy pattern for ship building industry
Application: the valves offer good resistance to corrosive action of seawater, fresh
water and waste water.

Application area: aboard ships, etc. but also in installations where internal or external
corrosion is undesirable.

Material specification
Component Material EN and/or

Bolted bonnet, outside
screw & yoke
Metal seated
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Options ® Pressure rating PN 6-10- 16
¢ Face To Face according to DIN 86260 / 86261 e DN 15- 300
* Low zinc bronze (Fig. 1272/ 1273) e Max. 200 °C
¢ Zinc-free bronze ® Maritime use
* Full aluminium construction (Fig. 1270LM and 1271LM) » Straight and angle pattern
® larger sizes ¢ Fixed or SDNR disc
* Bronze disc and seat
Ordering information ¢ Certified material

Ordering code Pattern Disc  DN[mm] Pressure rating

5 type | ; M —
1270  Straight  Fixed disc  15-300 PN 6-10-16 S i (I
T12700K Straight SNDR disc 15-300 PN 6-10-16 r
1271 Angle  Fixed disc 15-300 PN6-10-16 E o S|
1271LK Angle SNDRdisc 15-300 PN é6-10-16 )
DN 15- 150: PN 16, DN 200: PN 10, DN 250 - 300: PN 6
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