Hot formed hollow sections - rectangular

* From stock: 6 m length and 12 m length
DAN@ * An "X" combined with green marking: in stock
* Red marking: 1 or 2 days
"S+P" marking shot blasted and primed
Profile no. Dimensions in mm. Surface area Weight | Material grade
a b t m%/m kg/m S 355
Hot formed hollow sections 50x30x3,2 50 30 3,2 0,15 3,61
rectangular
S 355 J2H 60x40x3,0 60 40 3,0 0,19 4,35
EN 10210-1 60x40x4,0 60 40 4,0 0,19 5,64
Tol. EN 10210-2
Certificate: EN 10204/3.1 80x40x3,2 80 40 3,2 0,23 5,62
b 80x40x4,0 80 40 4,0 0,23 6,90
80x40x5,0 80 40 5,0 0,23 8,42
(—
90x50x3,6 90 50 3,6 0,27 7,46
— t 100x50x3,2 100 50 3,2 0,29 7,13
a 100x50x4,0 100 50 4,0 0,29 8,78
100x50x5,0 100 50 5,0 0,29 10,8
100x50x6,3 100 50 6,3 0,29 13,3
— 100x60x3,6 100 60 3,6 0,31 8,59
100x60x5,0 100 60 5,0 0,31 11,6
100x60x6,3 100 60 6,3 0,31 14,2
120x60x3,6 120 60 3,6 0,35 9,72
120x60x5,0 120 60 5,0 0,35 131
120x60x6,3 120 60 6,3 0,35 16,2
120x60x8,0 120 60 8,0 0,35 20,0
120x80x5,0 120 80 5,0 0,39 14,7
120x80x6,3 120 80 6,3 0,39 18,2
120x80x8,0 120 80 8,0 0,39 22,6
120x80x10,0 120 80 10,0 0,39 27,4
150x100x5,0 150 100 5,0 0,49 18,6
150x100x6,3 150 100 6,3 0,49 23,1
150x100x8,0 150 100 8,0 0,49 28,9
150x100x10,0 150 100 10,0 0,49 35,3
150x100x12,5 150 100 12,5 0,49 43,6
160x80x5,0 160 80 5,0 0,47 17,8
160x80x6,3 160 80 6,3 0,47 22,3
160x80x8,0 160 80 8,0 0,47 27,6
160x80x10,0 160 80 10,0 0,47 33,7
200x100x5,0 200 100 5,0 0,59 22,7
200x100x6,3 200 100 6,3 0,59 28,3
200x100x8,0 200 100 8,0 0,59 35,1




Profile no. Dimensions in mm. Surface area Weight

a b t m?®/m kg/m
200x100x10,0 200 100 10,0 0,59 43,1
200x100x12,5 200 100 12,5 0,59 53,4
200x120x6,3 200 120 6,3 0,62 28,9
200x120x10,0 200 120 10,0 0,62 46,7
250x150x5,0 250 150 5,0 0,78 30,5
250x150x6,3 250 150 6,3 0,78 38,0
250x150x8,0 250 150 8,0 0,78 47,7
250x150x10,0 250 150 10,0 0,78 58,8
250x160x16,0 2550 160 16,0 0,78 90,3
300x200x6,3 300 200 6,3 0,98 48,1
300x200x8,0 300 200 8,0 0,98 60,3
300x200x10,0 300 200 10,0 0,98 74,5
300x200x12,5 300 200 12,5 0,98 92,6
400x200x10,0 400 200 10,0 1,17 90,2

Material grade

S 355




